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§264.346 [Reserved]

§264.347

(a) The owner or operator must con-
duct, as a minimum, the following
monitoring while incinerating haz-
ardous waste:

(1) Combustion temperature, waste
feed rate, and the indicator of combus-
tion gas velocity specified in the facil-
ity permit must be monitored on a con-
tinuous basis.

(2) CO must be monitored on a con-
tinuous basis at a point in the inciner-
ator downstream of the combustion
zone and prior to release to the atmos-
phere.

(3) Upon request by the Regional Ad-
ministrator, sampling and analysis of
the waste and exhaust emissions must
be conducted to verify that the oper-
ating requirements established in the
permit achieve the performance stand-
ards of §264.343.

(b) The incinerator and associated
equipment (pumps, valves, conveyors,
pipes, etc.) must be subjected to thor-
ough visual inspection, at least daily,
for leaks, spills, fugitive emissions, and
signs of tampering.

(c) The emergency waste feed cutoff
system and associated alarms must be
tested at least weekly to verify oper-
ability, unless the applicant dem-
onstrates to the Regional Adminis-
trator that weekly inspections will un-
duly restrict or upset operations and
that less frequent inspection will be
adequate. At a minimum, operational
testing must be conducted at least
monthly.

(d) This monitoring and inspection
data must be recorded and the records
must be placed in the operating record
required by §264.73 of this part and
maintained in the operating record for
five years.

[46 FR 7678, Jan. 23, 1981, as amended at 47

FR 27533, June 24, 1982; 50 FR 4514, Jan. 31,
1985; 71 FR 16907, Apr. 4, 2006]

Monitoring and inspections.

§§264.348-264.350 [Reserved]

§264.351 Closure.

At closure the owner or operator
must remove all hazardous waste and
hazardous waste residues (including,
but not limited to, ash, scrubber wa-

§264.551

ters, and scrubber sludges) from the in-
cinerator site.

[Comment: At closure, as throughout the op-
erating period, unless the owner or operator
can demonstrate, in accordance with
§261.3(d) of this chapter, that the residue re-
moved from the incinerator is not a haz-
ardous waste, the owner or operator becomes
a generator of hazardous waste and must
manage it in accordance with applicable re-
quirements of parts 262 through 266 of this
chapter.]

[46 FR 7678, Jan. 23, 1981]
Subparts P-R [Reserved]

Subpart S—Special Provisions for
Cleanup

§264.550 Applicability of Corrective
Action Management Unit (CAMU)
regulations.

(a) Except as provided in paragraph
(b) of this section, CAMUs are subject
to the requirements of §264.552.

(b) CAMUs that were approved before
April 22, 2002, or for which substan-
tially complete applications (or equiva-
lents) were submitted to the Agency on
or before November 20, 2000, are subject
to the requirements in §264.551 for
grandfathered CAMUs; CAMU waste,
activities, and design will not be sub-
ject to the standards in §264.552, so
long as the waste, activities, and de-
sign remain within the general scope of
the CAMU as approved.

[67 FR 3024, Jan. 22, 2002]

§264.551 Grandfathered Corrective Ac-
tion Management Units (CAMUSs).

(a) To implement remedies under
§264.101 or RCRA Section 3008(h), or to
implement remedies at a permitted fa-
cility that is not subject to §264.101,
the Regional Administrator may des-
ignate an area at the facility as a cor-
rective action management unit under
the requirements in this section. Cor-
rective action management unit means
an area within a facility that is used
only for managing remediation wastes
for implementing corrective action or
cleanup at the facility. A CAMU must
be located within the contiguous prop-
erty under the control of the owner or
operator where the wastes to be man-
aged in the CAMU originated. One or
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§264.551

more CAMUs may be designated at a
facility.

(1) Placement of remediation wastes
into or within a CAMU does not con-
stitute 1land disposal of hazardous
wastes.

(2) Consolidation or placement of re-
mediation wastes into or within a
CAMU does not constitute creation of a
unit subject to minimum technology
requirements.

(b)(1) The Regional Administrator
may designate a regulated unit (as de-
fined in §264.90(a)(2)) as a CAMU, or
may incorporate a regulated unit into
a CAMU, if:

(i) The regulated unit is closed or
closing, meaning it has begun the clo-
sure process under §264.113 or §265.113;
and

(ii) Inclusion of the regulated unit
will enhance implementation of effec-
tive, protective and reliable remedial
actions for the facility.

(2) The subpart F, G, and H require-
ments and the unit-specific require-
ments of part 264 or 265 that applied to
that regulated unit will continue to
apply to that portion of the CAMU
after incorporation into the CAMU.

(c) The Regional Administrator shall
designate a CAMU in accordance with
the following:

(1) The CAMU shall facilitate the im-
plementation of reliable, effective, pro-
tective, and cost-effective remedies;

(2) Waste management activities as-
sociated with the CAMU shall not cre-
ate unacceptable risks to humans or to
the environment resulting from expo-
sure to hazardous wastes or hazardous
constituents;

3) The CAMU shall include
uncontaminated areas of the facility,
only if including such areas for the
purpose of managing remediation
waste is more protective than manage-
ment of such wastes at contaminated
areas of the facility;

(4) Areas within the CAMU, where
wastes remain in place after closure of
the CAMU, shall be managed and con-
tained so as to minimize future re-
leases, to the extent practicable;

(5) The CAMU shall expedite the tim-
ing of remedial activity implementa-
tion, when appropriate and practicable;

(6) The CAMU shall enable the use,
when appropriate, of treatment tech-
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nologies (including innovative tech-
nologies) to enhance the long-term ef-
fectiveness of remedial actions by re-
ducing the toxicity, mobility, or vol-
ume of wastes that will remain in place
after closure of the CAMU; and

(7) The CAMU shall, to the extent
practicable, minimize the land area of
the facility upon which wastes will re-
main in place after closure of the
CAMU.

(d) The owner/operator shall provide
sufficient information to enable the
Regional Administrator to designate a
CAMU in accordance with the criteria
in §264.552.

(e) The Regional Administrator shall
specify, in the permit or order, require-
ments for CAMUs to include the fol-
lowing:

(1) The areal configuration of the
CAMU.

(2) Requirements for remediation
waste management to include the spec-
ification of applicable design, oper-
ation and closure requirements.

(3) Requirements for ground water
monitoring that are sufficient to:

(i) Continue to detect and to charac-
terize the nature, extent, concentra-
tion, direction, and movement of exist-
ing releases of hazardous constituents
in ground water from sources located
within the CAMU; and

(ii) Detect and subsequently charac-
terize releases of hazardous constitu-
ents to ground water that may occur
from areas of the CAMU in which
wastes will remain in place after clo-
sure of the CAMU.

(4) Closure and post-closure require-
ments.

(i) Closure of corrective action man-
agement units shall:

(A) Minimize the need for further
maintenance; and

(B) Control, minimize, or eliminate,
to the extent necessary to protect
human health and the environment, for
areas where wastes remain in place,
post-closure escape of hazardous waste,
hazardous constituents, leachate, con-
taminated runoff, or hazardous waste
decomposition products to the ground,
to surface waters, or to the atmos-
phere.

(ii) Requirements for closure of
CAMUs shall include the following, as
appropriate and as deemed necessary
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by the Regional Administrator for a
given CAMU:

(A) Requirements for excavation, re-
moval, treatment or containment of
wastes;

(B) For areas in which wastes will re-
main after closure of the CAMU, re-
quirements for capping of such areas;
and

(C) Requirements for removal and de-
contamination of equipment, devices,
and structures used in remediation
waste management activities within
the CAMU.

(iii) In establishing specific closure
requirements for CAMUs under
§264.552(e), the Regional Administrator
shall consider the following factors:

(A) CAMU characteristics;

(B) Volume of wastes which remain
in place after closure;

(C) Potential for releases from the
CAMU;

(D) Physical and chemical character-
istics of the waste;

(E) Hydrological and other relevant
environmental conditions at the facil-
ity which may influence the migration
of any potential or actual releases; and

(F) Potential for exposure of humans
and environmental receptors if releases
were to occur from the CAMU.

(iv) Post-closure requirements as
necessary to protect human health and
the environment, to include, for areas
where wastes will remain in place,
monitoring and maintenance activi-
ties, and the frequency with which
such activities shall be performed to
ensure the integrity of any cap, final
cover, or other containment system.

(f) The Regional Administrator shall
document the rationale for designating
CAMUs and shall make such docu-
mentation available to the public.

(g) Incorporation of a CAMU into an
existing permit must be approved by
the Regional Administrator according
to the procedures for Agency-initiated
permit modifications under §270.41 of
this chapter, or according to the per-
mit modification procedures of §270.42
of this chapter.

(h) The designation of a CAMU does
not change EPA’s existing authority to
address clean-up levels, media-specific
points of compliance to be applied to

§264.552

remediation at a facility, or other rem-
edy selection decisions.

[68 FR 8683, Feb. 16, 1993, as amended at 63
FR 65939, Nov. 30, 1998. Redesignated and
amended at 67 FR 3025, Jan. 22, 2002]

§264.552 Corrective Action Manage-
ment Units (CAMU).

(a) To implement remedies under
§264.101 or RCRA Section 3008(h), or to
implement remedies at a permitted fa-
cility that is not subject to §264.101,
the Regional Administrator may des-
ignate an area at the facility as a cor-
rective action management unit under
the requirements in this section. Cor-
rective action management unit means
an area within a facility that is used
only for managing CAMU-eligible
wastes for implementing corrective ac-
tion or cleanup at the facility. A
CAMU must be located within the con-
tiguous property under the control of
the owner or operator where the wastes
to be managed in the CAMU originated.
One or more CAMUs may be designated
at a facility.

(1) CAMU-eligible waste means:

(i) All solid and hazardous wastes,
and all media (including ground water,
surface water, soils, and sediments)
and debris, that are managed for imple-
menting cleanup. As-generated wastes
(either hazardous or non-hazardous)
from ongoing industrial operations at a
site are not CAMU-eligible wastes.

(ii) Wastes that would otherwise
meet the description in paragraph
(a)(1)(i) of this section are not ‘“CAMU-
Eligible Wastes’ where:

(A) The wastes are hazardous wastes
found during cleanup in intact or sub-
stantially intact containers, tanks, or
other non-land-based units found above
ground, unless the wastes are first
placed in the tanks, containers or non-
land-based units as part of cleanup, or
the containers or tanks are excavated
during the course of cleanup; or

(B) The Regional Administrator exer-
cises the discretion in paragraph (a)(2)
of this section to prohibit the wastes
from management in a CAMU.

(iii) Notwithstanding paragraph
(a)(1)(i) of this section, where appro-
priate, as-generated non-hazardous
waste may be placed in a CAMU where
such waste is being used to facilitate
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